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Cleaning your new Dex-O-Tex floor is simple. Just
wash and rinse the floor with a mild solution
such as Zep Morado Super Cleaner. For
intermittent clean up use Zep Formula 50. Use a
bristle brush and Zep FS Floor Scrub to remove
tough stubborn stains or residual compounds.  
To sanitize your floor use Zep FS Amine-Z and
Door San for entry’s. 

Regular cleaning will prevent build-up of residue,
which can make the deck surface slippery when
wet.

ROUTINE CLEANING:

Congratulations on choosing the finest quality urethane concrete flooring available.  
Your new Dex-O-Tex Tek-Crete urethane concrete seamless floor covering system
will provide years of trouble-free service with a minimum of maintenance.  Just
follow the recommendations below to maximize the performance and life of your
floor covering. 

SPECIALTY AND DEEP CLEANING PROCEDURES:

Test Area - Always test selected cleaning products before general use. Test a
minimum of 4 ft. by 4 ft. area of the deck. Use the manufacturer’s application
instructions. Let the test panel dry thoroughly. 

Inspect – Keep test panels available for comparison throughout the cleaning
project. Utilize a product that is a mildly alkaline product for cleaning and
degreasing heavily soiled surfaces. These products are ideal for cleaning hard
surfaces stained and soiled by hard use and heavy traffic. They are usually dilatable
for application to nearly any surface. In concentrate, they dissolve the toughest
stains. These surface cleaners rinse quickly and efficiently with cold water. 
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1. Pre-wet the surface with clean water. 

2. Apply the diluted cleaning solution to the masonry surface using a brush or low-
pressure spray. 

3. Let the cleaner stay on the surface for 5-15 minutes. Gently scrub heavily soiled
areas. 

4. Rinse the surface thoroughly with clean water. 

5. Repeat steps 1 through 4 if necessary. 

Application - Before applying, read all manufacturers “Preparation” and “Safety
Information” sections in the Manufacturers Product Data Sheet for all surface
cleaners utilized. Use all surface cleaners in concentrate or dilute as per
manufacturers recommendations. Refer to manufacturers test area results for
recommended dilution for intended use.

Note: Do not allow surface cleaner to dry on the surface. If drying occurs, lightly wet
surfaces with fresh water. Reapply the cleaner scrubbing gently.

The best combination of rinsing pressure
and water volume is provided by masonry
washing equipment generating 400-1000 psi
with a water flow rate of 6-8 gallons per
minute delivered through a 15-45 degree fan
spray tip. Equipment should be adjustable to
reduce water flow rate and rinsing pressure
as required for controlled cleaning of more
sensitive surfaces. See also “Equipment”
section of the Product Data Sheet. 
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The Dex-O-Tex Tek-Crete Urethane concrete flooring incorporates a hybrid of high-tech
cements and polyurethane resin technology which provides a high heat-resistant and
chemical-resistant flooring system. Tek Crete does not require any ongoing periodic
maintenance. Only areas that have been damaged from physical abuse need to be
maintained by localized replacement.  

The system is designated to withstand normal, everyday wear and tear, and direct
exposure to thermal and chemical elements.  Harsh chemicals should be cleaned from
the surface as soon as possible. 

Despite meticulous cleaning, a Urethane Cement floor may still face integrity issues due
to unforeseen incidents in the workplace, posing a risk of bacteriological build-up in
cracks and other areas. It is crucial to conduct regular inspections throughout the flooring
system's lifespan to ensure no damage has occurred. 

In the event of damage, prompt repairs are necessary. Seek guidance from your specialist
applicator, who possesses in-depth knowledge of remedial techniques to restore your
Dex-O-Tex floor to its original pristine condition. Maintaining good standards of industrial
hygiene is contingent upon the complete integrity of your Dex-O-Tex floor.

If your Dex-O-Tex flooring system becomes loose or de-bonded from the substrate for
any reason, call us or the installing contractor immediately.  Any problem with the
flooring should be taken care of immediately to prevent further damage.

Precautions:
Do not expose the floor to constant temperatures over 300°. 
Do not allow water migration through any protrusions in the flooring system. 
Avoid constant standing water by properly designing the slope before the application
of the flooring system. 
Avoid heavy rolling loads with steel wheels. 
Floor areas subject to scratching by tracking of sand or grit from outside areas should
be swept frequently. 
Do not drag pallets or objects with sharp metal edges across the floor.
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West Coast:
3000 E. Harcourt St.
Rancho Dominguez CA, 90221
(310) 886.9100

Central:
128 Industrial Dr.
Cibolo TX, 78108
(210) 888.0449

East Coast:
140 Valley Rd.
Roselle Park NJ, 07204
(908) 245.2800

Protect your concrete floors
and decks with specialty
finishing and waterproof
coverings from Dex-O-Tex. We
offer a full line of flooring
options, from highly functional
fluid- applied epoxy coatings to
decorative terrazzo aggregates.
We have lasting solutions for
residential, commercial, and
industrial flooring needs.
Explore our website and
discover your flooring options
at Dex-O-Tex.
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